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Comparison of Structural Steel Fireproofing Technigues

Cementitious Sheet Rock Intumescent NoFire

Spray Framing Spray S-BARRIER
Cost Low High Very High Low
Installation Specialized Very Specialized Very Specialized Not Specialized
# of Steps Two Multiple Multiple Multiple
Evacuation of Job Site | Required Not Required Required Not Required
Clean Up Required Extensive Minimal Extensive None
Hazard Yes No Possibly No
Environmental Impact Unhealthy None Possibly Unhealthy | None
Longevity Flakes Off Long Lasting Possible Erosion Long Lasting
Appearance Poor Good Good Good
Weight Heavy Very Heavy Light Light

* Competitively priced to low cost cemen-

titious fireproofing.

® Easy, one-step, completely dry application.
* No preparation of steel is necessary.

® Environmentally safe! No hazards!

- No toxicity!

® Durable. No flaking and no long term

degradation.
* Light weight, and low footprint on column.

® Aesthetically pleasing.

® Available in most colors with optional
gloss finish.

® One, one & one half and two hour protection
of columns.

® Multiple floors can be worked on simulta-
neously to minimize total job time and cost.

® No costly space heaters required on job site.

b APPROVALS
RATINGS AND
APPROVAL RATING IN MINUTES
W/D SIZE S-Barrier S-Barrier Rating S-Barrier Rating
No Ceramic Blanket (CB) with 1/2"CB with 1" CB
0.50 60
0.59 60 60
0.69 60 90
1.02 90 90
1.07 90 120
1.50 120 120
1.64 60 120 120
GREATER THAN 60 120 120
1.64

FOR MORE INFORMATION ABOUT S-BARRIER AND A COPY OF THE
S-BARRIER DESCRIPTION, SPECIFICATION & APPLICATION INSTRUCTION MANUAL



